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ABSTRACT

A continuous scan system, employing a 200 curie 0060 source,
scintillation detection of transmitted radiation, differential d.c.
amplification and strip-chart recording, has been applied experimentally
to the inspection of tungsten billets used in the fabrication of nozzles
for solid propellant rocket motors. The results of a detailed inspec-
tion of an uninfiltrated billet, supplied during the first phase of a
round robin among a manufacturer and several Navy laboratories, were in
agreement with radiographic data obtained during an earlier inspection.
With this billet, the volume sensitivity of the system was measured to
be about 5.0 x 102 cm3, which was yithin a factor of two of the pre-
dicted sensitivity of 2.7 x 102 cm3. The experimental work showed the
feasibility of the continuous scan method as a primary inspection method
for the inspection of tungsten billets and clearly demonstrated its
usefulness in the present state of development as a supplement to film

radiography.



THE PROBLEM

To determine the performance capability of the continuous scan
scintillation method for the inspection of tungsten nozzle billets
during the first phase of a round robin inspection of celected billets.
(See Appendix.)

THE FINDINGS
The results of the inspection of one uninfiltrated billet with an
experimental system showed the feasibility of the method as a primary

inspection technique and clearly demonstrated its present usefulness as
a supplement to film radiography.
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INTRODUCTION

A high level of quality control is required in all phases of fabri-
cation of tungsten nozzles for rocket motors. Beginning with the form-
ing of a suitable billet, its subsequent infiltration, and throughout
the machining operations, NDT (nondestructive testings must be used to
determine the surface and internal condition of the piece. 1In addition
to defects such as cracks and voids, density variations which are indic-
ative of unsatisfactory porosity, inadequate infiltration of silver, or
possible internal stress must be detected. These variations may be
abrupt density discontimuities of less than 1 percent or more gradual
changes of several percent.l

A nmber of inspection tools are now being used in this application.2
Although film radiography is the principal method employed, ultrasonic,
dye penetrant, and eddy current methods are used also. However, the
thick sections and high density of the billets, the porosity which
exists before infiltration, and the rough surfaces of unmachined bile-
Jets limit the usefulness of some of these methods or necessitate
special techniques. For example, porosity precludes immersion of the
uninfiltrated billet, without a protective covering, into a fluid for
ultrasonic inspection; also, the dye penetrant and eddy current methods
generally are useful for surface inspection only, the dye penetrant
method being limited to pieces which are infiltrated and no longer por-
ous and the eddy current method to machined surfaces. Because of these
limitations and the variations in methods and techniques actually
employed, inspection results generally are difficult to correlate and
interpret in practice.

In order to compare test methods and techniques now being used and
to establish optimum or improved inspection methods for tungsten nozzle
NDT, a round robin of testing of specially treated billets has been
initiated among several of the naval laboratories and the Aerojlet-
General Corporation as a part of the Polaris Program. (See Appendix.)
This effort will include the study of new NDT methods or existing methods
not currently used in the inspection of tungsten billets.



During the first phase of the round robin, this laboratory con-
structed and tested an experimental inspection system for this applica-
tion, using a 200 curie Cob0 gource and a scintillation detector.
Although the method used is not new,3,* it had not been applied previ-
ously to the inspection of tungsten billets. The results clearly
demonstrated the usefulness of the method in its present state of
development as a supplement to film radiography.

This report describes the approach taken in the design and fabrica-
tion of the experimental system and relates the results of measurements
made on an uninfiltrated billet to the practical application of the
method.

APPROACH

Three billets in the form of thick-walled hollow cylinders, together
with several tungsten penetrameters, were furnished in the first phase
of the round robin. These billets were approximately 10 in. OD, 4 in.
ID, and from about 6 to 9 in. high. Two of the billets were uninfil-
trated. The one sound billet provided was uninfiltrated. (See

Appendix. )

Bince the principal objective was to examine feasibility, the
approach taken was to construct an experimental scan system and to
examine in detail at least one of the cracked billets. Uninfiltrated
billet AG2231 was selected to simplify the analysis and inspection,
vhich othervise would be camplicated by the presence of silver in the
infiltrated billet. (Consideration will be given to infiltrated billets
during the second phase of the round robin when billet AG2231 will be
infiltrated.)

Use of the transmitted radiation method (source and detector on
opposite sides of the test pilece) was clearly indicated in this appli-
cation. However, an analysis was required to establish the best system
design possible with the sources and components readily available in
the Laboratory.



PERFORMANCE CRITERIA

Criteria for the general performance of continuous scan systems
employing the transmitted radiation method, have been established3:{‘
and can be applied directly. From these criteria, volume sensitivity
(V) can be predicted for a selected source, detector size and arrange-
ment, collimator aperture, and scan speed:

1/2
V= E (’-‘f{,‘i (1)

where

4 = linear absorption coefficient (em-1)

h = collimator aperture height (cm)

vg= scan speed (cm/sec)

£ = photon flux at detector (photons/em</sec)
E = detector efficiency (fractional)

k = constant
= 3.14 for two-detector differential system
= 2.2]1 for one-detector system.

This expression assumes that the flav' is detected with 95 percent
confidence and that the system time constant (T) is optimum:

T = 19
37
where t = ;% = time for flaw to traverse collimator aperture (sec)
and f = collimator aperture length (cm).



DETECTOR DESIGN

Two basic detector configurations can be employed; the two-detector
differential system, and the one-detector system with differential d.c.
bias. The principal difference in the two configurations is the auto-
matic compensation provided by the former arrangement for thickness or
density variations over areas which are large with respect to the col-
limator aperture area, thus optimizing system performance for cracks
or discontinuities falling within the aperture. Since it was desired
to inspect for gradual density variations as well as for cracks, the
one-detector system was used.

In addition, the detector can be located in one of two ways:
(a) outside the billet, thus requiring transmission through the entire
diameter or length of the cylinder; and (b) in the cylinder hollow.
The former location has the advantage of easy access to the detector
for scanning and simplifies the shielding of the detector. However,
locating the detector in the cylinder hollow has the advantage of in-
creasing the available flux at the detector, and thus the sensitivity,
by several orders of magnitude, even for relatively high energy sources.
Therefore, the geometry showm in Fig. 1 was selected.

To improve resolution and provide maximum shielding for the
detector within the cylinder hollow, a crystal 1/2 in. in diameter and
3/4 in. in length was used in conjunction with a 3/k-in. diameter
multiplier phototube. The lead shield and detector remained fixed,
while the billet was rotated about it. By elevating or lowering the
billet after each complete rotation, the major portion of the billet
was scanned.

SOURCE SELECTION

It has been shown3’* that the relative S/N (signal-to-noise) of the
system 1s related to source energy in the following manner:

S/N o pe X (2)

where
x = thickness of test piece (cm).
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Fig. 1. Simplified Diagram of Experimental
Scan System for Tungsten Billet Inspection




Uninfiltrated billet AG2231 consisted of 80 percent density tungsten
and had a wall thickness of 7.9% cm. An examination of equation (2) as
a function of source energy for this billet showed optimm S/N to
correspond to 3.0 = 4.0 Mev. However, Co 0 was selected as the source
because of its availability.

Relative S/N as a function of source energy up to 10.0 Mev is
plotted in Fig. 2. At 10.0 Mev, 8/N falls about 20 percent from the
optimum; and at o0 energy, S/N drops more than 4O percent. Although
equation (2) does not consider detector efficiency, the difference in
efficiency between 0060 energy and 4.0 Mev d be less than about 2
percent.? Therefore, as a result of using Co®0, the over-all sacrifice
in S/N was estimated to be about 4O percent of the optimum.

COLLIMATOR APERTURES

The aperture of the detector lead collimator was arbitrarily selected
to be 3/4 in. x 3/4 in., approximating the dimensions of the crystal.
Since the detector collimator was limited to a thickness of about 2 in.,
an additional lead collimator of 4 in. thickness and with an aperture
of 1.0 in. in diameter was provided at the source to improve resolution.

SCAN SPEED

The scan speed was set by the period of rotation of the available
rotating teble which was 250 sec/rev. Therefore, the scan speed for a
point on the outside surface of the billet was 0.336 cm/sec and on the
inside surface, 0.136 cm/sec.
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FLUX AT DETECTOR

The 200 curie CoB0 source used provided 500 r/hr at the detector
with the billet removed. With the billet in place, the intensity at
the detector was 0.85 r/hr, corresponding to a flux of about 3.8 x 107
photons/cm2-sec.6

FINAL SYSTEM DESIGN

The final design of the system 18 shown schematically in Fig. 1 and
in the photographs of Fig. 3.

PREDICTED SENSITIVITY

From expression (1), the volume sensitivity at the center of the
billet wall was predicted to be 2.25 x 102 cm3. The sensitivity was
estimated to be about 20 percent lower on the outer surfaces of the
billet and about 30 percent higher on the inner surface because of the
higher scan speed on the outer surface and the lower scan speed on the
inner surface.

RESULTS

Billet AG2231 was scanned in eight 1/2-in. steps beginning 1-3/4 in.
from the machined end of the billet and ending 5 1/4 in. from that end.
The traces obtained and a summary of an interpretation of each trace
are shown in Fig. 4.



Fig. 3 Experimental Scan System for Tungsten Billet Inspection

A. Migsoameter, Recorder, and HV Supplies

B. CO°" Source, Rotating Table, Detector, and Tungsten Billet
C. Billet Removed to Show Detector and Collimator
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Fig. 4 Results of Tungsten Billet AG2231 Inspection



A complete inspection of the billet over 3 1/2 in. of its length
required about 4O minutes. Several successive inspections were made to
evaluate the reproducibility of the measurements. Although the average
level of equivalent points on the recorder traces for successive scans
varied by as much as +20 percent in amplitude, the presence of density
variations and of voids or flaws was clearly indicated in repeated
inspections. Almost all of the amplitude variation observed was
attributed to the instability of the multiplier phototube and d.c.
amplifier.

The traces were then compared with film radiographs provided by the
Aerojet-General Corporation, Sacramento, California, and were found to
correspond closely with the film readinga.2 In one instance, a subtle
density change not indicated by the film was shown by the scanner trace
and subsequently confirmed when the film was re-examined.

The sensitivity of the system was checked, using the 0.060 in. thick
tungsten penetrameter (100 percent density) provided. From successive
measurements, volume sensitivity (for 95 percent conﬁ.dence) at the
surface of the billet was estimated to be about 5.0 x 10~2 cm3, which
was in fair agreement with the predicted value of about 2.7 x 102 cn3
in view of systematic noise (not considered by equation (1)) and the
fact that the system time constant (T) was somewhat less than the opti-
mum value.

CONRCLUSIONS AND RECOMMENDATIONS

The tests made clearly showed the usefulness of the contimious scan
method as a supplement to radiography. The strip-chart record presented
an objective and immediate indication of the condition of the billet for
each scan interval along its length at a sensitivity comparable to film
radiography. More detail for each defect area indicated by the record
could be obtained from the film radiographs which provided a much higher
resolution.

In its present state of design, the scan system used is a practical
inspection means, offering at moderate cost rapid examination with
relative simplicity and ease of operation. Its principal limitation
is in resolution. However, both resolution and sensitivity of the
experimental system can be improved greatly without appreciably
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increasing inspection time or cost. This improvement would come prin-
cipally from the selection and design of the source and source holder.
For example, by reducing the collimator aperture height (h) and length
i!,) by SO percent to 3/8 in. x 3/8 in. and doubling both scan speed
vg) and photon flux (f) at the detector, system resolution would be
improved by a factor of 4 while increasing volume sensitivity (V) by
about 30 percent. (See equation (1).) Even with the present source
strength of the experimental system, the photon flux at the detector
could be doubled easily by the use of a source holder which would reduce
the source-detector distance from the present 50 ecm to about 30 cm.
Although more expensive, machine sources having energies above 2 Mev
offer additional alternatives.

The strip-chart readout used in the experimental setup was generally
satisfactory, but it was difficult to correlate the eight 1/2-in. step
scans to establish the condition of the billet for a 3 1/2 in. long
section at a specific angular position. This difficulty stemmed
principally from the lack of a standardized level to which all scans
could be referred. However, such a reference level can be provided by
a number of methods, one of the simpler being through the use of a
"standard block" approximating the normal billet thickness. The
standard block would be measured at predetermined intervals during the
inspection and the system gain standardized either mamially or auto-
matically. The same approach can be applied to the inspection of
tapered billets. In addition to standardizing system gain, the d.c.
reference blas at the differential input would be adjusted to correspond
to the thickness along the tapered length of the billet.

The mechanical design of the system does not pose any significant
problems. Several altermatives exist for the positioning and scanning
of the billet. For example, the rotational scan pattern which has been
described can be used with the longitudinal axis of the billet in a
horizontal rather than a vertical plane to allow better access to the
detector, which in some applications may be a two-detector assembly. In
addition, for either position of the billet, it can be scanned along
its length and indexed by rotation at the end of each scan. This scan
pattern, as opposed to the rotational pattern, has the advantage of
providing a uniform flaw sensitivity throughout the thickness of a
cylindrical billet, since the scan speeds of both the inner and outer
surfaces of the piece are the same. However, the rotational pattern is
more suitable for the inspection of tapered billets, since each rota-
tional scan is presented with a uniform cross section.

Of the inspection geometries possible for the cylindrical billet,
the one used in these tests (Fig. 1) is the most useful in detecting
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defects and most density changes. However, density changes which have
uniform cylindrical symmetry may not be detected in the geometry of
Fig. 1. Ideally, the billet would be scanned through its end and with
the source-detector axis paralleled to the axis of the cylinder to
detect such density changes. It can be seen that this geometry has the
disadvantage of requiring transmission through a length of tungsten
vhich is two or three times the wall thickness examined in Fig. 1,

thus greatly reducing the sensitivity of this method or of the radio-
graphic methods. However, since the density condition described can be
detected by one or two end scans of the cylinder wall along a radius,
scan speed (vg) can be greatly reduced to provide adequate sensitivity
yet to maintain a reasonable inspection time.

Although the system described does not achieve the resolution of
f1lm radiography, it does equal or exceed the film sensitivity. In
addition, it offers means for automatic or semiautomatic inspection
through the use of “go" or "no go" limits applied to the system output.
Also, this method will compare favorably with the ultrasonic technique
in resolution, sensitivity and cost, and it will offer the advantages
of greater simplicity in operation and ease of interpretation of results,
especially for the inspection of uninfiltrated billets. Therefore, it
is felt that further development to increase sensitivity and resolution
of the continuous scan scintillation method and to improve readout
techniques is warranted, with the objective of providing a new primary
inspection tool for tungsten billets.



APPENDIX

SILVER-INFILTRATED TUNGSTEN ROUND K)BIN2’7
INSTRUCTIONS AND SCHEDULIE - PHASE I

1. Parts
Aerojet-Ceneral
Corporation Density
Serial No. g/cn3 Description
AG2230 16.31 Sound, urinfiltirated, tapered billet;

max dimensions, 9 1/2 in. OD x 3 1/2
in. IDx91/2 4n. L

AG2231 15.20 Cracked, uninfiltrated, symmetrical
billet; dimensions, 10 1/2 in. OD x
b 1/4h in. IDx 5 3/4 in. L

AG2232 15.49%  Cracked, infiltrated, symmetrical
billet; dimensions, 9 1/2 in. OD x
37/84n. TDx 6 1/k in. L

2. Investigation Schedules

Each laboratory shall have approximately two weeks of investigation
time and shall ship the material to the next laboratory on or before the

date listed below:

Approximate Required

Laboratory Receiving Date  3Shipping Date
ACC, Sacramento, Calif. - 6-9-62
NAD, Concord, Calif. 6-17-62 6-30-62
NRDL, San Franclisco, Calif. L-8-62 Ka—Ga
NOL, White Oak, M. 5-62 19-62
NRL, Washington, D.C. 8-26-62 9-8-62

*Before infiltration
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The last named laboratory, (NRL, Washington, D. C.) shall ship the
uninfiltrated billets, AG2230 and AG2231, for infiltration, to:

Firth Sterling, Inc.
McKeesport, Pennsylvania

Attn: B. A. Backstrom
The remainder of the material shall be returned to:
Aerojet-General Corporation
Solid Rocket Plant
Nimbus, Califormia
Bldg. 2004, Attn: PF. X. Schoner
3. Calibration Standards

Included with the shipment shall be the following drilled standards:

a. One 31/4 in. dda. x 5 3/8 in. long uninfiltrated billet con-
taining a 1/8 in. dia., 1/2 in. deep flat bottom hole in one end and a
1/8 in. dia., 1/2 in. deep flat bottom hole drilled radially.

b. One section of infiltrated billet, 5 3/8 in. long, 3 1/8 in.
thick, containing three flat bottom holes, each 1/2 in. deep and 3/6!&
in. and 1/8 in. diameter.

¢. Part AG2232 contains three flat bottom holes drilled in the
ummachined end, each 1/2 in. deep and 3/64% in., 5/64 in. and 1/8 in.
diameter, respectively.

k. Purpose of Investigation

The tests shall be directed toward determining the following proper-
ties of the tungsten:

a. Uninfiltrated billets.
(1) Measurement of density variations.
(2) Determination of grain size, surface and subsurface.

(3) Detection of surface cracks, and porosity.
(4) Detection of subsurface inclusion, cracks, and porosity.
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Caution: Uninfiltrated materials not be immersed in any
fluid nor shall any flui used on the surfaces.
Contamination will retard subsequent infiltration
with silver,
b. Infiltrated Billets:

(1) Measurement of density variations.

(2) Determination of grain size, surface and subsurface.

(3) Detection of surface cracks, and porosity.

(4) Detection of subsurface inclusion, cracks, and porosity.

(5) Determination of effectiveness of silver infiltration.

5. Methods of Investigation

The nondestructive tests to be performed at each laboratory shall
consist of the following:

a. Xe-ray examination.

b. Ultrasonic examination.

c. Eddy current tests.

d. Density determination.

e. Penetrant inspection (on infiltrated billet only).

f. Any additional techniques the testing laboratory may develop.

Caution: No penetrant inspection is to be performed on
uninfiltrated billets.

6. Test Reports

Reports of the results of the nondestructive tests performed shall
be forwarded to the Bureau of Naval Weapons and to the Aerojet-General
Corporation:
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a.
bt
c.
d.
e.

SP 271

SPLAO

spP27112

SPLAKO

J. A. Hendron, AGC, Sacramento

T. Future Tests

In addition to Phase I, the following investigations are to be
included in this Tungsten Round Robin:

a.

b.

Ce

Phase IT -~ NDT of Billets AG2230 and 2231 after infiltration
with silver.

Phase III - NDT of two uninfiltrated billets, one containing
voids of various sizes and one containing variable density
conditions.

Phase VI - NDT of the two billets mentioned in 7.b after infil-
tration with silver.

Future instructions will be forthcoming when these pieces are made
available.

8. Addresses of the Participeting laboratories

b.

C.

Aerojet-General Corporation
S8o0lid Rocket Plant
Nimbus, California

Bldg. 2004, Attn: F. X. Schoner
Commanding Officer

Naval Ammmunition Depot

Concord, California

Quality Evaluation Laboratory
Attn: Frank Hund

Commanding Officer and Director (Code 942)
U.S. Naval Radiological Defense Laboratory
San Francisco 2, California

Attn: Kemneth Sinclair
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d.

Commander (Code 422)

Naval Ordnance Laboratory, White Oak
Silver Spring, Maryland

Attn: Edward Criscuolo

Director (Code 6254)

Naval Research Laboratory
Washington 25, D.C.

Attn: Stephen Hart
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CG, Aeronautical Systems Division (ASAPRD-NS)
Directorate of Civil Engineering (AFOCE-ES)
Director, USAF Project RAND

Commandant, School of Aerospace Medicine, Brooks AFB
Office of the Surgeon (SUP3.l1), Strategic Air Command
Office of the Surgeon General

CG, Special Weapons Center, Kirtland AFB

CG, Special Weapons Center (SWRB)

Director, Air University Library, Maxwell AFB
Commander, Technical Training Wing, 3415th TIG

Hq., Second Air Force, Barksdale AFB

Commander, Electronic Systems Division (CRZT)

OTHER DOD_ACTIVITIES

Chief, Defense Atomic Support Agency (Library)
Commander, FC/DASA, Sandia Base (FCDV)

Commander, FC/DASA, Sandia Base (FCTG5, Library)
Commander, FC/DASA, Sandia Base (FCWT)

Office of Civil Defemnse, Washington

Civil Defense Unit, Army Library

Armed Services Technical Information Agency

Director, Armed Forces Radioblology Research Institute

AEC_ACTIVITIES AND OTHERS

Research Analysis Corporation
Texas Instruments, Inc. (Mouser)
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Asrojet General, Asusa
Aerojet General, San Ramon
Allis-Chalmers Manufacturing Co., Milwaukee
Allis-Chalmers Manufacturing Co., Washington
Allison Division - GMC
Argonne Cancer Research Hospital
Argonne National laboratory
Atomic Bomb Casualty Commission
AEC Scientific Representative, France
Atomic Energy Commission, Washington
Atomic Energy of Canada, Limited
Atomics International
Babcock and Wilcox Company
Battelle Memorial Institute
mr" Roland ro, Inc.
Beryllium Corporation
Brookhaven National Laboratory
Bureau of Mines, Albany
Bureau of Mines, Salt lake City
Carnegie Institute of Techmology
Chicago Patent Group
Columbia University i&mo)
Columbia University (Rossi)
Combustion Engineering, Inc.
Combustion Engineering, Inc. (NRD)
Committee on the Effects of Atomic Radiation
Defence Resesarch Member
Denver Research Institute
Dow Chemical Company, Rocky Flats
duPont Company, Aiken
duPont Compeany, on

’ shauser and Grier, Inc., Goleta
Edgerton, Germsshausen and Grier, Inc., las Vegas
Franklin Institute of Pennsylvania
Fundamental Methods Association
General Atomic Division
General Dynamics/Astronautics (NASA)
General Dynamics, Fort Worth
General Electric Company, Cincinnati
General Electric Company, Richland
General Electric Company, San Jose
General Electric Company, St. Petersburg
General Nuclear Engineering Corporation
General Scientific Corporation
Gibbs and Cox, Inc.
Goodyear Atomic Corporation
Hughes Aircraft Company, Culver City
Iowa State University
Jet Propulsion Laboratory
Knolls Atomic Power laboratory
Lockheed-Georgia Company
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205-206

219-220

222
223

225
226
227-230
231
232-233

235-236

Lockheed Missiles and Space Company (ng
Los Alamos Scientific Laboratory (Library
Lovelace Foundation

Maritime Administration

Martin-Marietta Corporation

Midwestern Universities Research Association
Mound Laboratory

NASA, Lewis Research Center

NASA, Scientific and Technical Information Facility
National Bureau of Standards (Library)
National Bureau of Standards (Taylzs

National Lead Company of Ohio

Nevada Operations Office

New Brunswick Area Office

New York Operations Office

New York University (Eisenbud)

Nuclear Materials and Equipment Corporation
Nuclear Metals, Inc.

Office of Assistant General Counsel for Patents
Phillips Petroleum Company

Power Reactor Development Company

Pratt and Whitney Aircraft Division

Princeton University (White)

Public Health Service, Washington

Public Health Service, lLas Vegas

Public Health Service, Montgomery

Remsselaer Folytechnic Institute

Sandia Corporation, Albuquerque

Sandia Corperation, Livermore

Space Technology laboratories, Inc. (NASA)
Stanford University (SLAC)

States Marine lines, Inc.

Sylvania Electric Products, Ine.

Tennessee Valley Authority

Union Carbide Nuclear Company (ORGDP)

Union Carbide Nuclear Company (ORNL)

Union Carbide Nuclear Company (Paducah Plant)
United Nuclear Corporation (NDA)

U.S. Geological Survey, Denver

U.S. Geological Survey, Menlo Park

U.S., Geological Survey, Washington

University of California Lawrence Radiation lab., Berkeley
University of California Lawrence Radiation lab., Livermore
University of California, lLos Angeles
University of California, San Francisco
University of Chicago Radiation Laboratory
University of Hawaii

University of Puerto Rico

University of Rochester §Aton1c Energy Project)
University of Rochester (Marshak)
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27 University of Utah

272 University of Washington (Geballe)

273 University of Washington (Rohde)

27U~271 Westinghouse Bettis Atomic Power Laborato
278 Westinghouse Electric Corporation (Rahilly
279 Westinghouse Electric Corporation (NASA)
280 Western Reserve University (Friedell)

281 Western Reserve University (Major)

282 Yankee Atomic Electric Company

283-307 Technical Information Extension, Oak Ridge
USNRDL
308-400 USNRDL, Technical Information Division

DISTRIBUTION DATE: 15 January 1962
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